
 LAMP ASSEMBLY INSTRUCTIONS

1. Unpack all parts from cartons carefully.
2. Place the lamp body (A) on a flat surface or a table
3. Screw part ( B ) on the base ( A ) 
4. Screw part ( C ) on the part ( B )
5. Screw part ( D ) on the part ( C )
6. Screw harp ( E ) on the part (D). 
7. Screw harp ( F ) on the part (E). 
8. Place shade ( G ) onto the harp (F) then screw the finial (H).
   on the harp until tight.

IMPORTANT SAFETY INSTRUCTIONS
Before replacing the bulb and any maintenance, 
the polarized plug shall be removed from the outlet. 
This portable lamp has a polarized plug (one blade is 
wider than the other) as a safety feature to reduce the 
risk of electric shock. This plug will fit in a polarized 
outlet only one way. If the plug does not fit fully in the 
outlet, reverse the plug. If it still does not fit, contact a 
qualified electrician. Never use with an extension cord 
unless plug can be fully inserted. Do not attempt to 
defeat this safety feature.

INSTRUCTIONS DE MONTAGE
1. Sortez toutes les pièces du luminaire de la boîte.
2. Posez le corps de la lampe (A) sur une surface plate ou sur une table.
3. Vissez ( B ) avec le corps de la lampe ( A ) .
4. Vissez ( C ) sur la partie ( B ).
5. Vissez ( D ) sur la partie ( C ).
6. Vissez ( E ) sur la partie ( D ).
7.Insérez la lyre (F) sur la selle et le fixer par les pinces fixées
8.Placer Abat-jour (G) sur la lyre (F), Bien serrer le Faîteau embout(H)

Règle de Sécurité Importantes
Avant de remplacer l'ampoule et d'effectuer aucun entretien,
débranchez la fiche polarisée de la prise.
Par mesure de sécurité et pour réduire les risques de décharge électrique,
ce luminaire est équipé d'une fiche polarisée (une bouche est plus large que l'autre).
Cette fiche se branchera d'un seule sens et uniquement dans une prise polarisée.
Si la fiche ne se branche pas aisément et solidement dans la prise, inversée là. 
Si après cela elle ne se branche toujours pas aisément faites appel à un
électricien professionnel. N’utilisez jamais de rallonge à moins 
que la fiche s'insère complètement dans la prise de la rallonge.  
Quelque soit la manière, ne modifiez jamais la fiche.
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